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HOME
LINK PRO

6” SCREEN

SAFETY
INSTRUCTIONS 
Turn off the main power in the electricity box and confirm the live wire is not alive 
with a test pencil.

Check the wires and make sure the wires are in good contact with the terminals 
and no exposed copper wires.

Separate the back base from the panel by built-in magnetic force.

Connect the live wire to terminal L and the neutral wire to terminal N. 

Fasten the base to the wall box with mounting screws and fix the smart panel back 
to the base by built-in magnetic force. 

Note that the screws should not be fixed too tight during installation in case of any 
deformation or damage to the screen and hardware. 

If your smart panel is not flat after installation, do not press the screen violently, 
please check the wall box and the base installation first.
 

REMOTE
DEViCE

OBJECTIVES
Touch remote control and manual control 

What it controls

Light, Fan, AC, Geyser, Dimming light, Fridge, Washing machine, Microwave TV, etc.

RD.4FDNH



FEATURES
6-inch HD LCD, IPS, multi-touch screen, double 
microphones with noise reduction, built-in 2 x 1W 
speakers, light sensor, temperature and humidity sensor. 

APP remote control. 

Control the lights, curtains, air conditioners, and all other 
Smart Home devices. Configure smart home scenes in the 
APP, and turn on the scene mode with one touch on the 
screen.

Input power

Working Temperature

Working Humidity

Wireless Protocol

CPU

RAM

ROM

OS

Screen

Port

100-240 VAC, 50-60 Hz

00C - +400C

5% to 90%RH(Non-condensing)

Wi-Fi

RK3326S Quad core Cortex-A35

2GB

16GB

Android 11

6 inches

USB Type-C port

TECHNICAL
INFORMATION

FEATURES

TECHNICAL
ATTRIBUTES

Combination

Operating input voltage

Supported frequency

Product weight ( gms )

Mode of operation

Max.load (fan)

Max.load (per dimmer, up to 3 LED)

Max.load (per normal load switch, up to 3 LED)

Max.load (per high load switch, up to 4 LED)

Operating temperature

Product size

Module size

Material

Shockproof

Water resistance

1 Humming free fan
1 Dimmable load
1 Normal load
1 Heavy load

100 -240 VAC.

50-60 Hz

150

Physical and touch remote control

100 watt

100 watt

1500 watt

2500 watt

0°C - 65°C non condense

110mm x50mm x 25mm

4

ABS

YES

NO

Humming less fan dimming

5 step fan control

2 way fan

0%-100% brightness dimming

Smooth dimming 

Anti-shock switching

Compatible with capacitive switches

Hassle free installation



USER INTERFACE
AND PORTS

Smart Node Automation Pvt. Ltd.
A-09-02-B, Kamdhenu Industrial Estate

Opp, Gorwa Water Tank, Gorwa, Vadodara-390016

 Tel.: +91 8200824126  |  Email : info@smartnode.in
www.smartnode.in
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CONNECTORS

Phase (Main)

Neutral

Regular Load 1

Phase (For L1)

NC Connection For L1

Fan

Heavy Phase

Heavy Load

Dimmable Load

Phase 3 (For dimmer)

NC Connection For Fan

Phase 2 (for Fan)

P N L1 P1 P2F P3 D HPHLXL1 XF


